The BASICS of SKI TUNING  

I.  SKI INSPECTION

A. Evaluate the skis

1. Are they flat, convex, or concave?  A true bar will help determine this.

2. Check for gouges or scratches.

II.  CLEANING

A. Begin with damp paper towel and wipe ski clean.
B. Remove wax and grit with Ski base cleaner.  Let dry approximately 20 min

C. Do not clean the ski with a scraper; it can force grit particles into the base material.

D. Be sure nicks and gouges are clean of wax and grit.

III. BASE REPAIR

        A. Nicks scratches and surface gouges can be easily repaired with P-Tex.

B. More Serious gouges should be done with the proper equipment.  P-Tex gun or plastic 

     welder or by patching.  This should be handled by a repair shop or ski shop.

IV.  BASE EDGE SHARPENING AND FINISHING

         A. Go over bottom edge with file to put a 1,2, or 3-degree bevel on base edge

1.  0°-1° = Slalom or Recreation

2.  1°-2° = Giant Slalom and downhill

3.  2°-3° == Downhill, speed skiing and Ballet.

           B. Use a 3°sleeve over tips and tails instead of rounding off edges.

V.   SIDE EDGE SHARPENING

A.  Gives you the ability to grip and hold on firm show conditions Recreational skier 90°
B.  If you bevel side edges you can increase gripping power.
VI. EDGE FINISHING OF DEBURRING

A.  Edges need to be de-burred before waxing.  We de-burr because de-burring
removes the thread of steel that is produced right on the comer of the
edge that makes it feel excessively sharp.

VII.  DULL TIPS AND TAILS

VIII.  WAXING
A.  Waxing enables the skis to glide and turn more easily as well as protect them from damage and wear. 

